SENTINEL WIRELESS
Installation Diagrams

LEGEND:

SWE=Sentinel Wireless Edition
OT=Trailer only

SB=Straight Body
SBT=Straight Body w Trailer
TT=Tractor Trailer
M=Mechanical Sensor

A=Air Sensor

# f ol l owi ng A Mg
number of sensors required for
that configuration

CLERAL

Paget:

2. SWEOT-00A1

3. SWEO0T-00M1

4. SWEOQOT-00M2 (beam)
5. SWE-O0T-00M2 (center point)
6. SWEQ0T-00M2

77 SWESEM1Ag a2t e s
8. SWESB-M1M2

9. SWE-SB-M1M4
10.SWETT-A1Al
11.SWETT-A1M2
12.SWETT-M2A1
13.SWETT-M2M2

14 SWETT-M4A1
15.SWETT-M4M2

16 SWESBT-M1A1M3
17 SWESBT-M1M2M3
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SENTINEL TRAILER ONLY INSTALL SWE-0T-00A1

*The Sentinel weighing
Steer axle system is expandable. It
can be configured for
trailer only application.
The tractor can be added
by installing additional
Sensors.

Tractor drive axles

Sentinel wireless air sensor (1) |

“T™ to air line

Comnect sensors to
switched 12v power

source. Important: must L]
{1
be at least 12v. NO LESS. <\ =
Power source less than 12v O @ //I Leveling valve |
may cause sensor to not
. |_—
function properly. T
Properly functioning leveling
valves are important to the func-
tion of the scale. It is recom-
mended that “immediate re-
Q \_) sponse” leveling valves be used
for optimal performance. Non
immediate response valves
Trailer axles could cause the scale to react
slowly.

* Additional sensors can be added for additional axle groups.
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SENTINEL TRAILER (center point one mechanical
sensor) INSTALL SWE-0T-M1

*The Sentinel weighing system is expandable. It can be configured for trailer
only application. The tractor can be added by installing additional sensors.

Sentinel wireless 2
plug multiplexer (1)

Connect sensors to 12v
power source. [mportant:
must be at least 12v, NO
LESS. Power source less
than 12v may cause sensor
to not function properly.

Mechanical [~

Sensor kit (1) H\;ﬁ\‘ ﬂ:

* Additional sensors can be added for additional axle groups.







